
18"

LB CONDULET

PROPOSED

(SIZE AS SPECIFIED)

PROPOSED R.S. CONDUIT

EX. GROUND LINE

AND CONDUITS

EX. POLE, POLE BASE

EX. CONCRETE BASE

EX. GROUND LINE

45° - 60°  BEND

EX. CABINET

AND RE-CONNECTED AFTER INSTALLING CONDUIT

LABELED WITH PERMANENT NON-FADING LABELS

THIS OPERATION, SAID WIRES SHALL BE NEATLY

IF ANY CABINET WIRING MUST BE DISCONNECTED FOR

EX. GROUND WIRE)

(CONNECT TO

BONDING BUSHING

18"

CONDUIT INSTALLATION IN EX. CABINET BASE

CONDUIT INSTALLATION IN EX. POLE BASE

2" MIN

BARE COPPER TO EX. GROUND LUG IN POLE

GROUNDING LUG AND CONNECT 4 AWG SOLID 

INSTALL ELBOW OR BEND CONDUIT. INSTALL 

WITH GROUT AFTER CONDUIT IS INSTALLED

THE SPACE BETWEEN THE CONDUIT AND BASE

FOR THE CONDUIT.  THE CONTRACTOR SHALL FILL

AND CHIPPING OUT THE BASE OR DRILLING A HOLE

CONDUIT MAY BE INSTALLED BY SAWING A SLOT

FLUSH WITH EX. POLE BASE

INSTALL CONDUIT RISER

3/10/2017

#4 BARS @ 8" O.C. EACH WAY

#5 BARS @ 12" O.C. EACH WAY OR

COMPACTED IF NEEDED

1�" ASPHALT SURFACE

1�"

9"

3"
SAW CUT

6"

CLASS A CONCRETE

UNDISTURBED EARTH
6" MIN

3" MIN

OPEN CUT PAVEMENT DETAIL

24" MIN

SCHEDULE 80 PVC CONDUIT
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COUNTY OF ITEM NO. SHEET NO.

                          

     CONDUIT INSTALLATIONS IN     

        EXISTING LOCATIONS        


